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SYSTEM FOR TYPE 304 STAINLESS STEEL PIPE
The Victaulic® Vic-Press 304 System for joining approved Type 304/304L stainless steel pipe 
provides a fast, easy, clean, reliable means for joining ¹⁄₂ - 2" (15 mm to 50 mm) stainless steel pipe. 
Victaulic Type 304 stainless steel pipe is 0.049" (1.2 mm) wall thickness and meets the 
requirements of ASTM A-312, Grade 304/304L (TP304 UNS, designation S30400). Only 
approved Vic-Press 304/304L pipe must be used with Vic-Press 304 stainless steel 
products.

The system is designed for pressure service to 300 PSI (2065 kPa) or ANSI Class 150 (except 
steam, according to standard temperature/pressure charts) for water, oil, non-combustible 
gaseous and general chemical services. Refer to o-ring selection data for the intended service. 
The system requires no flame as with welding; no cutting oil, chips or preparation time as with 
threading or flanging. Stainless steel pipe is cut to size, inserted into the coupling, and the 
coupling is pressed into the pipe and fitting in seconds.

Pressfit Stainless System products are designed only for use on approved stainless steel pipe. 
Terms on Pressfit stainless steel pipe are ¹⁄₂% 10 net 30 days FOB shipping point (our option) 
freight prepaid and charged.

Pressfit Stainless pipe sales may not be combined with Pressfit stainless steel fittings or any other 
Victaulic products for any special terms, conditions or allowances. No returns of Pressfit 
stainless steel pipe will be allowed.

Gasket Selection

Gasket Selection

Gasket Selection
Vic-Press™ 304

O-RING SELECTION MUST ALWAYS BE SPECIFIED ON YOUR ORDER

GRADE TEMP. RANGE
COM-

POUND
COLOR 
CODE *GENERAL SERVICE RECOMMENDATIONS

STANDARD O-RING

E
–30°F to +230°F

(–34°C to 
+110°C)

EPDM Green
Stripe

Recommended for hot water service within the
specified temperature range plus a variety of dilute
acids, oil-free air and many chemical services. Not
recommended for petroleum services. Not recom-
mended for steam services.

AVAILABLE O-RING

T –20°F to +180°F
(–29°C to +82°C) Nitrile Orange

Stripe

Recommended for petroleum products, air with oil
vapors, vegetable and mineral oils within the speci-
fied temperature range. Not recommended for hot
water services over +150°F (+66°C) steam, or for
hot dry air over +140°F (+60°C).

OPTIONAL O-RING

O +20°F to +300°F
(–7°C to +149°C)

Fluoro-
elastomer

Blue
Stripe

Recommended for many oxidizing acids, petro-
leum oils, halogenated hydrocarbons, lubricants,
hydraulic fluids, organic liquids and air with hydro-
carbons to +300°F (+149°C). Not recommended
for steam services.

*Vic-Press 304 stainless steel products must only be used on services compatible with o-ring and fitting materials. 
Incompatible services may result in leakage. For services not listed or special services, contact Victaulic for recom-
mendations. Refer to the Victaulic Gasket Selection Guide (05.01) for specific recommendations.

• Before attempting to install any Pressfit system products, carefully read and fully understand the “Pressfit Products Instal-
lation Instructions” (I-500) and the operating and maintenance manual supplied with the tool.

Failure to follow these instructions could result in serious personal injury, property damage, product damage, joint leakage,
and/or joint failure.
PL01-5
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Style 500 – Spare Parts – Loose O-rings
Spare Parts

NOTE: Items listed in shaded area are non-cancellable and non-returnable.

Style 597 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 597 Standard Coupling

† Specify choice of o-ring clearly on order.

Style 598 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 598 Slip Coupling

† Specify choice of o-ring clearly on order.

Style 596 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 596 Male Adapter – Threaded

† Specify choice of o-ring clearly on order.

Style 500
Loose O-rings
Request publication 18.02.
G- _ _ _ - 500-0 _ -0

Nominal
Size

(inches)

Grade “E” or “T”
O-Rings

Price Each

Grade “O”
O-Ring

Price Each

Nominal
Size

(inches)

Grade “E” or “T”
O-Rings

Price Each

Grade “O”
O-Ring

Price Each

¹⁄₂ $1.00 $4.70 1¹⁄₄ $1.95 $9.75
³⁄₄ 1.15 5.05 1¹⁄₂ 2.20 11.65
1 1.35 6.65 2 3.10 16.30

Style 597
Standard Coupling
Request publication 18.02.
(P ✕  P)
F- _ _ _ -597-X- _ -0

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ 0.12 $18.25 $24.95 1¹⁄₄ 0.33 $26.85 $41.75
³⁄₄ 0.16 19.90 27.40 1¹⁄₂ 0.45 31.55 49.70
1 0.23 23.00 33.25 2 0.73 41.50 66.70

Style 598
Slip Coupling
Request publication 18.02.
(P ✕  P)
F- _ _ _ -598-X- _ -0

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ 0.20 $24.30 $31.00 1¹⁄₄ 0.43 $35.15 $50.05
³⁄₄ 0.23 26.75 34.25 1¹⁄₂ 0.58 39.80 57.95
1 0.32 30.25 40.50 2 0.87 51.30 76.45

Style 596
Male Adapter – 
Threaded
Request publication 18.02.
(P ✕  M)
F- _ _ _ -596-X- _ -M

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ ✕ ¹⁄₂ 0.22 $34.25 37.60$ 1 ✕ 1 0.40 $42.50 $47.35
³⁄₄ ✕ ¹⁄₂ 0.26 35.60 39.15 1¹⁄₄ ✕ 1¹⁄₄ 0.52 65.35 72.40

✕ ³⁄₄ 0.31 35.60 39.15 1¹⁄₂ ✕ ³⁄₄ 0.60 80.45 89.05
✕ 1 0.39 41.15 44.70 ✕ 1¹⁄₂ 0.66 71.85 80.50

1 ✕ ³⁄₄ 0.35 42.50 47.35 2 ✕ 2 1.00 88.70 100.65
3
PL01-5
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Style 599 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 599 Female Adapter – Threaded

*Length of effective thread.
† Specify choice of o-ring clearly on order.

Style 590 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 590 90˚ Elbow

† Specify choice of o-ring clearly on order.

Style 586 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 586 90˚ Elbow – Short Tangent

† Specify choice of o-ring clearly on order.

Style 599
Female Adapter – 
Threaded
Request publication 18.02.
(P ✕  F)
F- _ _ _ -599-X- _ -F

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ ✕ ¹⁄₂ 0.26 $41.90 $45.25 1¹⁄₄ ✕ 1¹⁄₄ 0.60 $93.50 $102.85
³⁄₄ ✕ ¹⁄₂ 0.26 42.20 45.75 1¹⁄₂ ✕ 1 0.80 82.50 90.75

✕ ³⁄₄ 0.33 43.40 46.95 ✕ 1¹⁄₄ 0.80 82.50 90.75
1 ✕ ¹⁄₂ 0.51 45.75 50.60 ✕ 1¹⁄₂ 0.80 103.50 113.85

✕ ³⁄₄ 0.49 48.55 53.40 2 ✕ 1¹⁄₄ 0.90 102.50 112.75
✕ 1 0.42 51.60 56.45 ✕ 1¹⁄₂ 1.10 102.50 112.75

1¹⁄₄ ✕ ³⁄₄ 0.50 62.50 68.75 ✕ 2 1.00 112.75 124.05
✕ 1 0.50 62.50 68.75

Style 590
90˚ Elbow
Request publication 18.02.
(P ✕  P)
F- _ _ _ -590-X- _ -P

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ 0.38 $31.20 $37.90 1¹⁄₄ 1.06 $71.00 $85.90
³⁄₄ 0.42 34.70 42.15 1¹⁄₂ 1.38 82.65 100.75
1 0.61 41.30 51.55 2 2.30 106.10 131.30

Style 586
90˚ Elbow – Short 
Tangent
Request publication 18.02.
(P ✕  P)
F- _ _ _ -586-X- _ -P

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ 0.32 $39.90 $47.40 1¹⁄₂ 1.04 $95.00 $113.15
1 0.50 47.55 57.80 2 1.50 122.05 147.25

1¹⁄₄ 0.80 81.70 96.55
PL01-5
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Style 591 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 591 45˚ Elbow

† Specify choice of o-ring clearly on order.

Style 592 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 592 Tee

† Specify choice of o-ring clearly on order.

Style 593 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 593 Tee – Reducing Branch

† Specify choice of o-ring clearly on order.

Style 591
45˚ Elbow
Request publication 18.02.
(P ✕  P)
F- _ _ _ -591-X- _ -P

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ 0.30 $31.20 $37.90 1¹⁄₄ 0.88 $71.00 $85.90
³⁄₄ 0.34 34.70 42.15 1¹⁄₂ 1.27 82.65 100.75
1 0.53 41.30 51.55 2 1.97 106.10 131.30

Style 592
Tee
Request publication 18.02.
(P ✕  P ✕  P)
F- _ _ _ -592-X- _ -P

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ 0.28 $64.75 $74.80 1¹⁄₄ 0.62 $88.20 $110.55
³⁄₄ 0.32 71.90 83.15 1¹⁄₂ 0.86 98.65 125.90
1 0.44 77.00 92.35 2 1.37 123.20 161.00

Style 593
Tee – Reducing 
Branch
Request publication 18.02.
(P ✕  P ✕  P)
F- _ _ _ -593-X- _ -P

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ ✕ ¹⁄₂ 0.38 $72.80 $83.85 1¹⁄₂ ✕ ³⁄₄ 0.73 $91.50 $113.50
1 ✕ ¹⁄₂ 0.40 74.95 88.70 ✕ 1 0.76 92.05 115.35

✕ ³⁄₄ 0.41 76.45 90.45 2 ✕ ¹⁄₂ 1.00 118.20 146.95
1¹⁄₄ ✕ ¹⁄₂ 0.52 83.40 101.80 ✕ ³⁄₄ 1.25 120.15 149.10

✕ ³⁄₄ 0.55 86.45 104.20 ✕ 1 1.13 123.60 153.95
✕ 1 0.58 87.05 107.05 ✕ 1¹⁄₂ 1.25 136.20 170.50

1¹⁄₂ ✕ ¹⁄₂ 0.70 90.65 112.30
5
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Style 588 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 588 Tee – Reducing Branch

† Specify choice of o-ring clearly on order.

Style 594
Style 594 Concentric Reducer

Style 595 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 595 Flange Adapter

† Specify choice of o-ring clearly on order.

Style 565 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 565 Flange Adapter

† Specify choice of o-ring clearly on order.

Style 588
Tee – Reducing 
Branch - Threaded
Request publication 18.02.
(P ✕  P ✕  F)
F- _ _ _ -588-X- _ -F

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ ✕ ¹⁄₂ 0.30 $98.75 $105.45 1¹⁄₄ ✕ 1 0.76 $126.60 141.50
³⁄₄ ✕ ¹⁄₂ 0.33 106.95 114.45 1¹⁄₂ ✕ ¹⁄₂ 0.79 123.70 154.50

✕ ³⁄₄ 0.42 108.30 115.80 ✕ ³⁄₄ 0.88 124.85 154.50
1 ✕ ¹⁄₂ 0.43 108.90 119.15 ✕ 1 0.94 136.40 154.50

✕ ³⁄₄ 0.52 109.60 119.80 2 ✕ ¹⁄₂ 1.17 141.00 166.25
✕ 1 0.60 118.75 129.00 ✕ ³⁄₄ 1.26 142.55 167.75

1¹⁄₄ ✕ ¹⁄₂ 0.59 116.30 131.15 ✕ 1 1.32 152.80 178.00
✕ ³⁄₄ 0.67 118.75 133.65

Style 594
Concentric Reducer
Request publication 18.02.
(T ✕  T)
F- _ _ _ -594-X-2-T

Insertion
Mark

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs) Price Each

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs) Price Each

³⁄₄ ✕ ¹⁄₂ 0.20 $58.60 1¹⁄₂ ✕ 1 0.39 $58.15
1 ✕ ¹⁄₂ 0.22 79.00 ✕ 1¹⁄₄ 0.43 73.85

✕ ³⁄₄ 0.24 63.10 2 ✕ ¹⁄₂ 0.58 208.95
1¹⁄₄ ✕ ¹⁄₂ 0.32 105.20 ✕ ³⁄₄ 0.61 93.55

✕ ³⁄₄ 0.33 105.20 ✕ 1 0.61 72.00
✕ 1 0.34 67.30 ✕ 1¹⁄₄ 0.65 72.00

1¹⁄₂ ✕ ¹⁄₂ 0.35 111.95 ✕ 1¹⁄₂ 0.68 72.00
✕ ³⁄₄ 0.36 105.20

Style 595
Flange Adapter
Request publication 18.02.
(P ✕  L)
F- _ _ _ -595-X- _ -L

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ 2.70 $269.35 $272.20 1¹⁄₄ 3.80 $301.95 $309.00
³⁄₄ 2.90 276.40 279.95 1¹⁄₂ 4.50 343.10 351.70
1 3.20 281.20 286.05 2 5.30 381.70 393.65

Style 565
Flange Adapter 
(Van Stone type)
Request publication 18.02.
(P ✕  L)
F- _ _ _ -565-X- _ -L

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ 3.00 $93.30 $97.55 1¹⁄₄ 4.20 $137.00 $146.30
³⁄₄ 3.30 93.30 98.10 1¹⁄₂ 5.00 138.85 150.00
1 3.60 125.85 132.20 2 5.90 148.75 164.35
PL01-5
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Style 587
Style 587 Transition Nipple

Series 589 – Pressfit Ends With Grade “E” or “T” O-Rings or Pressfit Ends With Optional 
Grade “O” O-Rings
Series 589 Brass Body Ball Valve

Style 584 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 584 Threaded Union

† Specify choice of o-ring clearly on order.
* Grooved End Union - A grooved end union can be formed with two Style 587 (Type 304 stainless) transition nipples (see 
above) and a variety of grooved end couplings equipped with varied gasket materials to meet service requirements. 
For standard ductile iron couplings and gaskets refer to Main Price List PL01. 
For stainless steel couplings see Stainless Price list PL01-10.

Style 582 – With Standard O-Ring Grade “E” or “T” O-Ring
Style 550 Reducer Insert

† Specify choice of o-ring clearly on order.

Style 587
Transition Nipple
Request publication 18.02.
Grooved to Plain End
(G ✕  P)
F- _ _ _ -587-X-2-T

E to E

Insertion�
Mark

L1

Nominal
Size

(inches)
End to End

(inches)

Aprx.
Weight
Each
(lbs) Price Each

Nominal
Size

(inches)
End to End

(inches)

Aprx.
Weight
Each
(lbs) Price Each

³⁄₄ 4.0 0.19 $48.65 1¹⁄₂ 4.0 0.36 $63.20
1 4.0 0.25 50.35 2 4.0 0.46 66.35

1¹⁄₄ 4.0 0.32 57.15

Series 589
Pressfit® System
Brass Body Ball Valve
Request publication 18.02.
Stainless Steel Pressfit Ends
(P ✕  P)
V- _ _ _ -589-X- _ -M

Nominal
Size

(inches)
End to End

(inches)

Aprx.
Weight
Each
(lbs)

Price Each

Pressfit Ends (P ✕  P)
With Grade “E” or “T”

O-Rings

Pressfit Ends (P ✕  P)
With Optional Grade “O”

O-Rings

¹⁄₂ 8.49 1.0 $116.80 $123.50
³⁄₄ 8.84 1.3 128.15 135.65
1 9.68 1.8 153.80 164.00

1¹⁄₄ 10.38 2.5 189.20 204.05
1¹⁄₂ 11.07 3.4 216.10 234.25
2 12.89 4.4 264.95 291.00

Style 584
Threaded Union*
(P ✕  P)
C- _ _ _ -584-X- _ -0 Nominal

Size
(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ 2.80 $220.80 $229.30 1¹⁄₄ 4.20 $459.70 $474.60
³⁄₄ 3.50 250.70 260.30 1¹⁄₂ 5.40 522.70 545.00
1 3.80 305.25 317.95 2 6.10 644.70 675.90

Style 582
Reducer Insert
(T ✕  P)
F- _ _ _ -582-X- _ -T

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

1 ✕ ³⁄₄ 10 0.24 $50.50 $54.40
1¹⁄₄ ✕ 1 10 0.34 53.85 59.15
1¹⁄₂ ✕ 1¹⁄₄ 5 0.43 59.10 66.90

2 ✕ 1¹⁄₂ 5 0.68 61.60 71.05
7
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For Type 304/304L stainless steel pipe approved for use with the Victaulic Vic-Press 304 System 
for stainless steel pipe, contact Victaulic or your nearest Vic-Press 304 Stainless Steel distributor.

Approved pipe meets the requirements of ASTM A-312, Grade 304/304L and carries 
the label, “Vic-Press 304™ Pipe. Certified for use with Vic-Press 304 Products.”

Vic-Press 304 System products are designed only for use on approved Vic-Press 304 
stainless steel pipe.

Terms on Vic-Press 304 pipe are ¹⁄₂% 10 net 30 days FOB shipping point (our option) 
freight prepaid and charged.

Vic-Press 304 pipe sales may not be combined with Vic-Press 304 fittings or any other Victaulic 
products for any special terms, conditions or allowances. No returns of Vic-Press 304 pipe 
will be allowed.
Vic-Press 304 Pipe

Style 905 – Vic-Press 304 Pipe

NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Pressfit System For316 Stainless Steel Pipe

Pressfit Tools
Pressfit Tools

The Pressfit System requires 
a Pressfit Tool specifically 
designed for Pressfit products 
on approved Schedule 5 pipe. 
Refer to Tool Rental and Sales 
Price List PL01-3 for monthly 
rental rates and where to call 
for purchase information.
NOTE: 
Victaulic Tool Discount will apply.

PFT501
Electrohydraulic Tool

PFT505
Electric Tool

PFT507
Pneumatic Tool

Vic-Press 304 
Pipe

Style 905
Vic-Press 304 Pipe
Request publication 18.02.
T- _ _ _ -905-X-0-4

Pipe is supplied in random 
mill lengths (RML) (17 - 24 ft.) 
that measures 21 ft. 
(nominal). Order quantities 
will be accepted only in 
21 ft. random length 
increments, subject to 
industry standard ±10% 
tolerance. Minimum footage 
requirements must be 
specified on the order when 
required.
NOTE:
Pressfit pipe is non-cancellable and 
non-returnable.

Pipe (inches) Aprx.
Pipe Weight

Per Ft.
Price

Per 100 FeetNominal Size Outside Diameter Wall Thickness

¹⁄₂ 0.840 0.049 0.47 $375.00
³⁄₄ 1.050 0.049 0.58 395.00
1 1.315 0.049 0.74 470.00

1¹⁄₄ 1.660 0.049 0.95 575.00
1¹⁄₂ 1.900 0.049 1.09 635.00
2 2.375 0.049 1.37 765.00

• DO NOT use pipe or piping products that are not labeled and aproved for the Pressfit System.
Use of non-certified pipe or piping products could result in personal injury, property damage,joint leakage, and/or joint
separation.
PL01-5

8



                                        

P
R

E
S

S
F

IT
 S

Y
S

T
E

M
 F

O
R

31
6 

S
T

A
IN

L
E

S
S

 S
T

E
E

L
 P

IP
E

SYSTEM FOR TYPE 316 STAINLESS STEEL PIPE
The Victaulic® Vic-Press 316 System for joining approved Type 316/316L stainless steel pipe 
provides a fast, easy, clean, reliable means for joining ¹⁄₂ - 2" (15 mm to 50 mm) stainless steel pipe. 
Victaulic Type 316 stainless steel pipe is 0.065" (1,6 mm) wall thickness and meets the 
requirements of ASTM A-312, Grade 316/316L (TP316 UNS, designation S31600). Only 
approved Vic-Press 316/316L pipe must be used with Vic-Press 316 stainless steel 
products.

The system is designed for pressure service to 300 PSI (2065 kPa) or ANSI Class 150 (except 
steam, according to standard temperature/pressure charts) for water, oil, non-combustible 
gaseous and general chemical services. Refer to o-ring selection data for the intended service. 
The system requires no flame as with welding; no cutting oil, chips or preparation time as with 
threading or flanging. Stainless steel pipe is cut to size, inserted into the coupling, and the 
coupling is pressed into the pipe and fitting in seconds.

Pressfit Stainless System products are designed only for use on approved stainless steel pipe. 
Terms on Pressfit stainless steel pipe are ¹⁄₂% 10 net 30 days FOB shipping point (our option) 
freight prepaid and charged.

Pressfit Stainless pipe sales may not be combined with Pressfit stainless steel fittings or any other 
Victaulic products for any special terms, conditions or allowances. No returns of Pressfit 
stainless steel pipe will be allowed.
Gasket Selection

Gasket Selection
Pressfit Type 316 Stainless Steel

O-RING SELECTION MUST ALWAYS BE SPECIFIED ON YOUR ORDER

GRADE TEMP. RANGE COMPOUND
COLOR 
CODE *GENERAL SERVICE RECOMMENDATIONS

STANDARD O-RING

E –30°F to +230°F
(–34°C to +110°C) EPDM No

Color

Recommended for hot water service within the
specified temperature range plus a variety of
dilute acids, oil-free air and many chemical ser-
vices. Not recommended for petroleum services.
Not recommended for steam services.

AVAILABLE O-RING

T –20°F to +180°F
(–29°C to +82°C) Nitrile Orange

Stripe

Recommended for petroleum products, air with
oil vapors, vegetable and mineral oils within the
specified temperature range. Not recommended
for hot water services over +150°F (+66°C)
steam, or for hot dry air over +140°F (+60°C).

OPTIONAL O-RING

O +20°F to +300°F
(–7°C to +149°C)

Fluoro-
elastomer

Blue
Stripe

Recommended for many oxidizing acids, petro-
leum oils, halogenated hydrocarbons, lubricants,
hydraulic fluids, organic liquids and air with
hydrocarbons to +300°F (+149°C). Not recom-
mended for steam services.

*Pressfit stainless steel products must only be used on services compatible with o-ring and fitting materials. Incompat-
ible services may result in leakage. For services not listed or special services, contact Victaulic for recommendations. 
Refer to the Victaulic Gasket Selection Guide (05.01) for specific recommendations.

• Before attempting to install any Pressfit system products, carefully read and fully understand the “Pressfit Products Instal-
lation Instructions” (I-500) and the operating and maintenance manual supplied withthe tool.

Failure to follow these instructions could result in serious personal injury, property damage, product damage, joint leakage,
and/or joint failure.
9
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Style 500 – Spare Parts – Loose O-rings
Spare Parts

NOTE: Items listed in shaded area are non-cancellable and non-returnable.

Style 507 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 507 Standard Coupling

† Specify choice of o-ring clearly on order.

Style 508 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 508 Slip Coupling

† Specify choice of o-ring clearly on order.

Style 576 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 576 Male Adapter – Threaded

† Specify choice of o-ring clearly on order.

Style 500
Loose O-rings
Request publication 18.01.
G- _ _ _ - 500-0 _ -0

Nominal
Size

(inches)

Grade “E” or “T”
O-Rings

Price Each

Grade “O”
O-Ring

Price Each

Nominal
Size

(inches)

Grade “E” or “T”
O-Rings

Price Each

Grade “O”
O-Ring

Price Each

¹⁄₂ $1.00 $4.70 1¹⁄₄ $1.95 $9.75
³⁄₄ 1.15 5.05 1¹⁄₂ 2.20 11.65
1 1.35 6.65 2 3.10 16.30

Style 507
Standard Coupling
Request publication 18.01.
(P ✕  P)
F- _ _ _ -507-X- _ -0

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ 0.13 $20.40 $27.10 1¹⁄₄ 0.33 $33.60 $48.45
³⁄₄ 0.16 23.40 30.90 1¹⁄₂ 0.45 36.85 54.90
1 0.23 26.90 37.20 2 0.73 54.65 79.90

Style 508
Slip Coupling
Request publication 18.01.
(P ✕  P)
F- _ _ _ -508-X- _ -0

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ 0.20 $35.65 $42.35 1¹⁄₄ 0.43 $56.75 $71.55
³⁄₄ 0.23 40.85 48.35 1¹⁄₂ 0.58 62.15 80.15
1 0.32 45.40 55.60 2 0.87 92.05 117.35

Style 576
Male Adapter – 
Threaded
Request publication 18.01.
(P ✕  M)
F- _ _ _ -576-X- _ -M

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ ✕ ¹⁄₂ 0.20 $35.35 $38.70 1 ✕ 1 0.40 $43.50 $48.30
³⁄₄ ✕ ¹⁄₂ 0.26 36.80 40.35 1¹⁄₄ ✕ 1¹⁄₄ 0.52 77.75 91.05

✕ ³⁄₄ 0.31 36.80 40.35 1¹⁄₂ ✕ ³⁄₄ 0.60 97.70 106.30
✕ 1 0.39 42.95 46.50 ✕ 1¹⁄₂ 0.66 92.50 101.05

1 ✕ ³⁄₄ 0.35 43.50 48.30 2 ✕ 2 1.00 120.10 132.05
PL01-5
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Series 569 – Plain End, Grooved Ends, or Plain End ✕  Grooved
Series 569 Stainless Steel Ball Valve

*Specify end choice of o-ring clearly on order.

Series 569 Repair Kits
Series 569 Repair Kits

+ Priced on application.
NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Style 570 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 570 90˚ Elbow

† Specify choice of o-ring clearly on order.

Style 568 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 568 90˚ Elbow – Short Tangent

† Specify choice of o-ring clearly on order.

Series 569
Stainless Steel
Ball Valve
Request publication 18.01.
V- _ _ _ -569-X-0-0
V- _ _ _ -569-X-0-G
V- _ _ _ -569-X-T-G

Nominal
Size

(inches)
End to End

(inches)

Aprx.
Weight
Each
(lbs)

Price Each*

Plain End
(T ✕  T)

Grooved Ends
(G ✕  G)

Plain End ✕
Grooved
(T ✕  G)

¹⁄₂ 8.49 2.20 $139.20 N/A N/A
³⁄₄ 8.57 2.40 162.85 $162.85 $162.85
1 8.89 3.60 197.75 197.75 197.75

1¹⁄₄ 10.11 4.80 237.20 237.20 237.20
1¹⁄₂ 11.20 6.90 312.60 312.60 312.60
2 12.52 9.50 414.35 414.35 414.35

Series 569
Repair Kits
Request publication 18.01.
K- _ _ _ -569-0-0 _ -1

Nominal
Size

(inches)

Price Each

Nominal
Size

(inches)

Price Each

Repair Kit

Type 316
Stainless 
Steel Ball Stem Repair Kit

Type 316
Stainless 
Steel Ball Stem

¹⁄₂ $16.75 $21.20 + 1¹⁄₄ $34.75 $43.95 +
³⁄₄ 17.35 22.75 + 1¹⁄₂ 47.80 63.85 +
1 22.10 28.70 + 2 72.10 109.20 +

Style 570
90˚ Elbow
Request publication 18.01.
(P ✕  P)
F- _ _ _ -570-X- _ -P

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ 0.38 $62.75 $69.45 1¹⁄₄ 1.06 $95.35 $110.20
³⁄₄ 0.42 67.60 75.15 1¹⁄₂ 1.38 102.50 120.60
1 0.61 75.85 86.10 2 2.30 140.85 166.10

Style 568
90˚ Elbow – Short 
Tangent
Request publication 18.01.
(P ✕  P)
F- _ _ _ -568-X- _ -P

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ 0.32 $77.75 $85.25 1¹⁄₂ 1.04 $117.85 $136.00
1 0.50 86.95 97.20 2 1.50 162.30 187.50

1¹⁄₄ 0.80 109.50 124.35
11
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Style 571 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 571 45˚ Elbow

† Specify choice of o-ring clearly on order.

Style 572 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 572 Tee

† Specify choice of o-ring clearly on order.

Style 573 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 573 Tee – Reducing Branch

† Specify choice of o-ring clearly on order.

Style 571
45˚ Elbow
Request publication 18.01.
(P ✕  P)
F- _ _ _ -571-X- _ -P

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ 0.30 $62.75 $69.45 1¹⁄₄ 0.88 $95.35 $110.20
³⁄₄ 0.34 67.60 75.15 1¹⁄₂ 1.27 102.50 120.60
1 0.53 75.85 86.10 2 1.97 140.85 166.10

Style 572
Tee
Request publication 18.01.
(P ✕  P ✕  P)
F- _ _ _ -572-X- _ -P

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ 0.28 $149.50 $159.55 1¹⁄₄ 0.62 $188.80 $211.15
³⁄₄ 0.32 161.95 173.30 1¹⁄₂ 0.86 199.85 227.00
1 0.44 169.50 184.90 2 1.37 246.80 284.65

Style 573
Tee – Reducing 
Branch
Request publication 18.01.
(P ✕  P ✕  P)
F- _ _ _ -573-X- _ -P

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ ✕ ¹⁄₂ 0.38 $171.20 $172.70 1¹⁄₂ ✕ ³⁄₄ 0.75 $275.65 $302.05
1 ✕ ¹⁄₂ 0.39 185.80 199.55 ✕ 1 0.76 282.55 305.80

✕ ³⁄₄ 0.41 193.40 207.40 2 ✕ ¹⁄₂ 1.00 320.10 351.00
1¹⁄₄ ✕ ¹⁄₂ 0.57 255.10 273.55 ✕ ³⁄₄ 1.25 329.55 358.50

✕ ³⁄₄ 0.58 258.25 278.30 ✕ 1 1.13 367.15 397.55
✕ 1 0.58 259.90 279.95 ✕ 1¹⁄₂ 1.25 376.70 411.00

1¹⁄₂ ✕ ¹⁄₂ 0.74 273.30 295.00
PL01-5

12



P
R

E
S

S
F

IT
 S

Y
S

T
E

M
 F

O
R

31
6 

S
T

A
IN

L
E

S
S

 S
T

E
E

L
 P

IP
E

Style 574
Style 574 Concentric Reducer

Style 575 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 575 Flange Adapter

† Specify choice of o-ring clearly on order.

Style 577
Style 577 Adapter Nipple

Style 578 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 578 Tee – Reducing Branch – Threaded

† Specify choice of o-ring clearly on order.

Style 574
Concentric Reducer
Request publication 18.01.
(T ✕  T)
F- _ _ _ -574-X-2-T

Insertion�
Mark

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs) Price Each

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs) Price Each

³⁄₄ ✕ ¹⁄₂ 0.20 $69.20 1¹⁄₂ ✕ 1 0.39 $60.05
1 ✕ ¹⁄₂ 0.22 87.85 ✕ 1¹⁄₄ 0.43 76.35

✕ ³⁄₄ 0.24 64.90 2 ✕ ¹⁄₂ 0.59 228.05
1¹⁄₄ ✕ ¹⁄₂ 0.32 125.80 ✕ ³⁄₄ 0.61 98.80

✕ ³⁄₄ 0.33 86.10 ✕ 1 0.61 73.65
✕ 1 0.34 68.40 ✕ 1¹⁄₄ 0.65 73.65

1¹⁄₂ ✕ ¹⁄₂ 0.34 131.60 ✕ 1¹⁄₂ 0.68 73.65
✕ ³⁄₄ 0.36 86.10

Style 575
Flange Adapter
Request publication 18.01.
(P ✕  L)
F- _ _ _ -575-X- _ -L

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ 2.7 $272.85 $276.20 1¹⁄₄ 3.8 $303.80 $310.85
³⁄₄ 2.9 278.10 281.65 1¹⁄₂ 4.5 345.00 353.60
1 3.2 284.40 289.25 2 5.3 383.85 395.80

Style 577
Adapter Nipple
Request publication 18.01.
(G ✕  T)
F- _ _ _ -577-X-2-T

Insertion�
Mark

Nominal
Size

(inches)

Aprx.
Weight Each

(lbs) Price Each

Nominal
Size

(inches)

Aprx.
Weight Each

(lbs) Price Each

³⁄₄ 0.19 $49.95 1¹⁄₂ 0.36 $65.20
1 0.26 51.65 2 0.46 68.10

1¹⁄₄ 0.32 59.20

Style 578
Tee – Reducing 
Branch Threaded
Request publication 18.01.
(P ✕  P ✕  F)
F- _ _ _ -578-X- _ -F

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ ✕ ¹⁄₂ 0.30 $208.40 $215.10 1¹⁄₄ ✕ 1 0.76 $302.10 $317.00
³⁄₄ ✕ ¹⁄₂ 0.33 231.40 238.85 1¹⁄₂ ✕ ¹⁄₂ 0.79 303.65 321.80

✕ ³⁄₄ 0.42 237.55 245.05 ✕ ³⁄₄ 0.88 314.60 332.75
1 ✕ ¹⁄₂ 0.43 253.75 268.30 ✕ 1 0.94 327.40 345.55

✕ ³⁄₄ 0.52 258.45 273.00 2 ✕ ¹⁄₂ 1.17 335.35 360.55
✕ 1 0.60 278.35 292.90 ✕ ³⁄₄ 1.26 347.20 372.45

1¹⁄₄ ✕ ¹⁄₂ 0.59 280.05 294.95 ✕ 1 1.32 368.30 393.55
✕ ³⁄₄ 0.67 288.35 303.25
13
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Style 585 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 585 Threaded Union

† Specify choice of o-ring clearly on order.
* Grooved End Union – A grooved end union can be formed with two Style 588 (Type 316 stainless) transition nipples (see pre-
vious page) and a variety of grooved end couplings equipped with varied gasket materials to meet service requirements. For 
standard ductile iron couplings and gaskets, refer to Main Price List PL01. For stainless steel couplings, see Stainless Price list 
PL01-10.

Style 566 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 566 Flange Adapter

† Specify choice of o-ring clearly on order.

Style 579 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 579 Female Adapter – Threaded

† Specify choice of o-ring clearly on order.

Style 583 – With Standard O-Ring Grade “E” or “T” O-Ring
Style 550 Reducer Insert

† Specify choice of o-ring clearly on order.

Style 585
Threaded Union*
Request publication 18.01.
(P ✕  P)
C- _ _ _ -585-X- _ -0

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ 2.80 $225.80 $232.00 1¹⁄₄ 4.20 $482.40 $501.00
³⁄₄ 3.50 260.35 267.85 1¹⁄₂ 5.40 527.60 549.90
1 3.80 318.35 331.05 2 6.10 697.10 728.30

Style 566
Flange Adapter 
(Van Stone type)
Request publication 18.01.
(P ✕  F)
F- _ _ _ -566-X- _ -L

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ 3.00 $93.30 $97.55 1¹⁄₄ 4.20 $137.00 $146.30
³⁄₄ 3.30 93.30 98.10 1¹⁄₂ 5.00 138.85 150.00
1 3.60 125.85 132.20 2 5.90 148.75 164.35

Style 579
Female Adapter – 
Threaded
Request publication 18.01.
(P ✕  F)
F- _ _ _ -579-X- _ -F

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Nominal
Size

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

W/Standard
O-Ring
Grade

“E” or “T”

W/Optional
O-Ring

Grade “O”

¹⁄₂ ✕ ¹⁄₂ 0.22 $47.35 $50.70 1¹⁄₄ ✕ 1¹⁄₄ 0.60 $112.25 $123.50
³⁄₄ ✕ ¹⁄₂ 0.26 49.10 52.65 1¹⁄₂ ✕ 1 0.80 99.00 108.90

✕ ³⁄₄ 0.33 50.30 53.85 ✕ 1¹⁄₄ 0.80 99.00 108.90
1 ✕ ¹⁄₂ 0.51 52.65 57.50 ✕ 1¹⁄₂ 0.80 124.25 136.75

✕ ³⁄₄ 0.49 55.45 60.30 2 ✕ 1¹⁄₄ 0.90 123.00 135.30
✕ 1 0.42 58.50 63.35 ✕ 1¹⁄₂ 1.10 123.00 135.30

1¹⁄₄ ✕ ³⁄₄ 0.50 75.00 82.50 ✕ 2 1.00 135.30 148.85
✕ 1 0.50 75.00 82.50

Style 583
Reducer Insert
Request publication 12.01.
(T ✕  P)
F- _ _ _ -582-X- _ -T

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

1 ✕ ³⁄₄ 10 0.24 $51.30 $55.20
1¹⁄₄ ✕ 1 10 0.34 55.55 60.85
1¹⁄₂ ✕ 1¹⁄₄ 5 0.43 63.25 75.05

2 ✕ 1¹⁄₂ 5 0.68 68.50 77.95
PL01-5
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For Type 316/316L stainless steel pipe approved for use with the Victaulic Vic-Press 316 System 
for stainless steel pipe, contact Victaulic or your nearest Vic-Press 316 Stainless Steel distributor.

Approved pipe meets the requirements of ASTM A-312, Grade 316/316L and carries 
the label, “Vic-Press 316™ Pipe. Certified for use with Vic-Press 316 Products.”

The Pressfit Stainless System requires no special preparation of the pipe ends before assembly. 
Pipe must be square cut (±0.030") and deburred to prevent damage to the o-ring during assembly.

Pressfit Stainless System products are designed only for use on approved stainless 
steel pipe.

Terms on Vic-Press 316 pipe are ¹⁄₂% 10 net 30 days FOB shipping point (our option) 
freight prepaid and charged.

Vic-Press 316 pipe sales may not be combined with Vic-Press 316 fittings or any other Victaulic 
products for any special terms, conditions or allowances. No returns of Vic-Press 316 pipe 
will be allowed.

Pressfit 316 Pipe

Style 905 – Vic-Press 316 Pipe

NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Pressfit System ForIPS Steel Pipe

Vic-Press 316 
Pipe

Style 905
Vic-Press 316 Pipe
Request publication 18.01.
T- _ _ _ -905-X-0-04

Pipe is supplied in random 
mill lengths (RML) (17 - 24 ft) 
that measure 21 ft. (nominal). 
Order quantities will be 
accepted only in 21 ft. 
random length 
increments, subject to 
industry standard ±10% 
tolerance. Minimum footage 
requirements must be 
specified on the order when 
required.
NOTE:
Pressfit pipe is non-cancellable and 
non-returnable.

Pipe (inches) Aprx.
Pipe Weight

Per Ft.
(lbs)

Price
Per 100 FeetNominal Size Outside Diameter Wall Thickness

¹⁄₂ 0.840 0.065 0.60 $675.00
³⁄₄ 1.050 0.065 0.69 690.00
1 1.315 0.065 0.88 795.00

1¹⁄₄ 1.660 0.065 1.12 955.00
1¹⁄₂ 1.900 0.065 1.29 1085.00
2 2.375 0.065 1.62 1350.00

• DO NOT use pipe or piping products that are not labled and aproved fr the Pressfit System.
Use of non-certified pipe or piping products culd result in personal injury, property damae,joint leakage, and/or joint sep-
aration.
15
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SYSTEM FOR CARBON STEEL PIPE
The Victaulic® Pressfit® System for carbon steel pipe offers economy, speed and reliability for 
joining small diameter pipe for fire protection, heating/air conditioning and many other services. 
Pressfit products for carbon steel pipe are externally zinc electroplated. Pressfit carbon steel is not 
intended for use in open loop water systems. Request 12.02.

The system incorporates Schedule 5 steel pipe from ³⁄₄ - 2" (20 mm to 50 mm), with a system of 
Pressfit couplings, elbows, tees, reducers and adapters. The Pressfit system for carbon steel is 
BOCA approved, Listed by SBCCI PST and ESI and is UL/ULC Listed and FM Approved for 175 
PSI (1200 kPa) fire protection service. Products are rated to 300 PSI (2065 kPa) for heating water 
and other general services.

NOTE: Pressfit pipe is non-cancellable and non-returnable.

Gasket Selection

ULCUL®

FM

Gasket Selection
Pressfit for Carbon Steel Pipe

O-RING SELECTION MUST ALWAYS BE SPECIFIED ON YOUR ORDER

GRADE TEMP. RANGE COMPOUND
COLOR 
CODE *GENERAL SERVICE RECOMMENDATIONS

STANDARD O-RING

E –30°F to +230°F
(–34°C to +110°C) EPDM No

Color

Recommended for hot water service within the
specified temperature range plus a variety of
dilute acids, oil-free air and many chemical ser-
vices. Not recommended for petroleum services.
Not recommended for steam services.

AVAILABLE O-RING

T –20°F to +180°F
(–29°C to +82°C) Nitrile Orange

Stripe

Recommended for petroleum products, air with
oil vapors, vegetable and mineral oils within the
specified temperature range. Not recommended
for hot water services over +150°F (+66°C)
steam, or for hot dry air over +140°F (+60°C).

OPTIONAL O-RING

O +20°F to +300°F
(–7°C to +149°C)

Fluoro-
elastomer

Blue
Stripe

Recommended for many oxidizing acids, petro-
leum oils, halogenated hydrocarbons, lubricants,
hydraulic fluids, organic liquids and air with
hydrocarbons to +300°F (+149°C). Not recom-
mended for steam services.

*Pressfit stainless steel products must only be used on services compatible with o-ring and fitting materials. Incompat-
ible services may result in leakage. For services not listed or special services, contact Victaulic for recommendations. 
Refer to the Victaulic Gasket Selection Guide (05.01) for specific recommendations.

• Before attempting to install any Pressfit system products, carefully read and fully understand the “Pressfit Products Instal-
lation Instructions” (I-500) and the operating and maintenance manual supplied withthe tool.

Failure to follow these instructions could result in serious personal injury, property damage, product damage, joint leakage,
and/or joint failure.
PL01-5
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Style 500 – Spare Parts – Loose O-rings
Spare Parts

NOTE: Items listed in shaded area are non-cancellable and non-returnable.

Style 505 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 505 Standard Coupling

† Specify choice of o-ring clearly on order.

Style 510 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 510 90˚ Elbow

† Specify choice of o-ring clearly on order.

Style 509 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 509 90˚ Elbow – Short Tangent

† Specify choice of o-ring clearly on order.

Style 500
Loose O-rings
Request publication 12.01.
G- _ _ _ - 500-0 _ -0

Nominal
Size

(inches)

Grade “E” or “T”
O-Rings

Price Each

Grade “O”
O-Ring

Price Each

Nominal
Size

(inches)

Grade “E” or “T”
O-Rings

Price Each

Grade “O”
O-Ring

Price Each

³⁄₄ $1.15 $5.05 1¹⁄₂ $2.20 $11.65
1 1.35 6.65 2 3.10 16.30

1¹⁄₄ 1.95 9.75

Style 505
Standard Coupling
Request publication 12.01.
(P ✕  P)
F- _ _ _ -505-Z- _ -0

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ 10 0.16 $6.50 $15.05
1 10 0.22 8.00 19.70

1¹⁄₄ 10 0.31 9.55 26.60
1¹⁄₂ 5 0.43 10.95 31.85
2 5 0.69 14.15 43.00

Style 510
90˚ Elbow
Request publication 12.01.
(P ✕  P)
F- _ _ _ -510-Z- _ -0

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ 10 0.42 $10.95 $19.60
1 10 0.61 10.70 22.45

1¹⁄₄ 5 1.06 14.15 31.15
1¹⁄₂ 2 1.38 16.70 37.50
2 2 2.30 24.10 53.05

Style 509
90˚ Elbow – Short 
Tangent
Request publication 12.01.
(P ✕  P)
F- _ _ _ -509-Z- _ -P

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ 10 0.32 $13.60 $22.25
1 10 0.50 14.10 25.85

1¹⁄₄ 5 0.80 22.10 39.20
1¹⁄₂ 2 1.04 26.95 47.60
2 2 1.50 34.10 62.95
17
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Style 506 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 506 Slip Coupling

† Specify choice of o-ring clearly on order.

Style 511 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 511 45˚ Elbow

† Specify choice of o-ring clearly on order.

Style 580 Male Adapter – With Standard O-Ring Grade “E” or “T” or with Optional 
O-Ring Grade “O”
Style 580 Male Adapter – Threaded

† Specify choice of o-ring clearly on order.

Style 506
Slip Coupling
Request publication 12.01.
(P ✕  P)
F- _ _ _ -506-Z- _ -0

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ 10 0.23 $10.95 $19.60
1 10 0.32 13.75 25.45

1¹⁄₄ 5 0.43 16.95 34.00
1¹⁄₂ 5 0.58 21.45 42.25
2 5 0.87 27.25 56.20

Style 511
45˚ Elbow
Request publication 12.01.
(P ✕  P)
F- _ _ _ -511-Z- _ -0

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ 10 0.34 $10.10 $18.65
1 10 0.53 11.20 22.85

1¹⁄₄ 5 0.88 14.15 31.15
1¹⁄₂ 2 1.27 18.85 39.65
2 2 1.97 24.60 53.40

Style 580
Male Adapter – 
Threaded
Request publication 12.01.
(P ✕  M)
F- _ _ _ -580-Z- _ -M

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ ✕ ¹⁄₂ 10 0.30 $9.30 $13.65
✕ ³⁄₄ 10 0.35 9.25 13.65
✕ 1 10 0.42 11.25 15.50

1 ✕ ³⁄₄ 10 0.42 11.90 17.75
✕ 1 10 0.51 12.95 18.80

1¹⁄₄ ✕ 1¹⁄₄ 5 0.52 16.25 24.80
1¹⁄₂ ✕ 1¹⁄₂ 5 0.81 20.50 30.95

2 ✕ 2 5 1.17 25.95 40.40
PL01-5
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Style 580 Female Adapter – With Standard O-Ring Grade “E” or “T” or with Optional 
O-Ring Grade “O”
Style 580 Female Adapter – Threaded

† Specify choice of o-ring clearly on order.

Style 520 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 520 Tee – Reducing Branch

† Specify choice of o-ring clearly on order.

Style 550 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 550 Reducer Insert

† Specify choice of o-ring clearly on order.

Style 580
Female Adapter – 
Threaded
Request publication 12.01.
(P ✕  F)
F- _ _ _ -580-Z- _ -F

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ ✕ ¹⁄₂ 20 0.19 $9.25 $13.60
✕ ³⁄₄ 20 0.26 9.25 13.60

1 ✕ ¹⁄₂ 20 0.38 9.25 15.15
✕ ³⁄₄ 10 0.37 14.15 20.00
✕ 1 10 0.35 14.15 20.00

Style 520
Tee – Female 
Reducing Branch
Request publication 12.01.
(P ✕  P ✕  F)
F- _ _ _ -520-Z- _ -F

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ ✕ ¹⁄₂ 10 0.35 $12.20 $20.85
1 ✕ ¹⁄₂ 10 0.41 12.60 18.50

✕ ³⁄₄ 10 0.55 13.30 19.20
✕ 1 10 0.58 17.75 29.55

1¹⁄₄ ✕ ¹⁄₂ 10 0.57 14.00 30.95
✕ ³⁄₄ 5 0.65 14.75 35.65
✕ 1 5 0.74 18.60 37.35

1¹⁄₂ ✕ ¹⁄₂ 5 0.77 16.55 37.35
✕ ³⁄₄ 5 0.85 17.30 38.10
✕ 1 5 0.91 23.45 44.20

2 ✕ ¹⁄₂ 5 1.14 21.60 50.55
✕ ³⁄₄ 5 1.22 22.45 51.35
✕ 1 5 1.28 29.10 58.05

Style 550
Reducer Insert
Request publication 12.01.
(T ✕  P)
F- _ _ _ -550-Z- _ -0

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

1 ✕ ³⁄₄ 10 0.21 $8.90 $14.75
1¹⁄₄ ✕ ³⁄₄ 10 0.26 9.45 18.00

✕ 1 10 0.29 9.65 18.15
1¹⁄₂ ✕ 1 5 0.35 10.00 20.35

✕ 1¹⁄₄ 5 0.41 10.30 20.65
2 ✕ 1¹⁄₄ 5 0.53 11.35 25.85

✕ 1¹⁄₂ 5 0.59 11.90 26.30
19
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Style 520 – Reducing Branch With Standard O-Ring Grade “E” or “T” or with Optional 
O-Ring Grade “O”
Style 520 Tee – Reducing Branch

† Specify choice of o-ring clearly on order.

Style 520 Tee – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 520 Tee

† Specify choice of o-ring clearly on order.

Style 520 End-of-Line Tee with Threaded Reducing Branch – with Standard 
O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 520 End-of-line Tees

† Specify choice of o-ring clearly on order.

Style 520
Straight Tee – 
Reducing Branch
Request publication 12.01.
(P ✕  P ✕  P)
F- _ _ _ -520-Z- _ -P

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

1 ✕ ³⁄₄ 10 0.41 $15.60 $31.75
1¹⁄₄ ✕ ³⁄₄ 10 0.55 16.95 38.30

✕ 1 10 0.58 17.30 40.25
1¹⁄₂ ✕ ³⁄₄ 5 0.73 20.25 45.35

✕ 1 5 0.76 21.50 48.15
2 ✕ ³⁄₄ 5 1.10 22.95 56.25

✕ 1 5 1.13 26.65 61.45
✕ 1¹⁄₂ 5 1.16 33.25 72.55

Style 520
Tee
Request publication 12.01.
(P ✕  P ✕  P)
F- _ _ _ -520-Z- _ -P

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ 10 0.32 $14.45 $27.35
1 10 0.44 15.05 32.55

1¹⁄₄ 5 0.62 18.00 43.55
1¹⁄₂ 5 0.86 22.05 53.20
2 2 1.37 29.65 73.00

Style 520
End-of-Line Tee with 
Threaded Reducing 
Branch
Request publication 12.01.
(P ✕  C ✕  F)
F- _ _ _ -520-Z- _ -C

Nominal
Size

(inches)
Center to End

(inches)

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

1 ✕ ¹⁄₂ 2.90 0.49 $17.80 $24.90
✕ ³⁄₄ 2.90 0.66 17.80 24.90
✕ 1 2.90 0.70 23.65 35.45

1¹⁄₄ ✕ ¹⁄₂ 3.30 0.68 19.10 36.70
✕ ³⁄₄ 3.30 0.78 19.90 37.25
✕ 1 3.30 0.89 24.80 41.80

1¹⁄₂ ✕ ¹⁄₂ 3.60 0.92 21.95 42.80
✕ ³⁄₄ 3.60 1.02 26.00 46.80
✕ 1 3.60 1.09 31.10 51.90

2 ✕ ¹⁄₂ 4.20 1.37 28.80 57.75
✕ ³⁄₄ 4.20 1.46 29.85 58.75
✕ 1 4.20 1.54 38.85 67.80
PL01-5
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Style 520 End-of-Line Tee with Pressfit Reducing Branch – with Standard 
O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 520 End-of-Line Tee

† Specify choice of o-ring clearly on order.

Style 535 – With Standard O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Style 535 Cross

† Specify choice of o-ring clearly on order.

Series 522 – Pressfit Ends With O-Ring Grade “E” or “T” or With Optional O-Ring Grade “O”
Series 522 Brass Body Ball Valve

† Specify choice clearly on order.

Style 520
End-of-Line Tee with 
Pressfit Reducing 
Branch
Request publication 12.01.
(P ✕  D ✕  P)
F- _ _ _ -520-Z- _ -D

Nominal
Size

(inches)
Center to End

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

1 ✕ ³⁄₄ 2.90 0.49 $20.80 $36.90
✕ 1 2.90 0.70 23.00 40.50

1¹⁄₄ ✕ ³⁄₄ 3.30 0.66 22.60 43.95
✕ 1 3.30 0.70 23.00 45.90

1¹⁄₂ ✕ ³⁄₄ 3.60 0.88 27.00 52.05
✕ 1 3.60 0.91 28.65 55.30

2 ✕ ³⁄₄ 4.20 1.32 35.55 68.80
✕ 1 4.20 1.36 44.35 79.15

Style 535
Cross
Request publication 12.01.
(P ✕  P ✕  P)
F- _ _ _ -535-Z- _ -P

Nominal
Size

(inches)

No.
Pieces

Per Bag

Aprx.
Weight

Each Unit
(lbs)

Price Each †

W/Standard
O-Ring

Grade “E” or “T”

W/Optional
O-Ring

Grade “O”

³⁄₄ 2 0.36 $21.30 $38.40
1 2 0.48 21.95 45.50

1¹⁄₄ 2 0.66 25.85 59.95
1¹⁄₂ 2 0.90 27.85 69.55
2 2 1.41 35.65 93.50

Series 522
Pressfit® System
Brass Body Ball Valve
Request publication 12.01.
Carbon Steel Pressfit Ends
(P ✕  P)
V- _ _ _ -522-Z- _ -M

Nominal
Size

(inches)
End to End

(inches)

Aprx.
Weight
Each
(lbs)

Price Each †

Pressfit Ends
(P ✕  P)

With Grade “E” or
“T” O-Ring

Pressfit Ends
(P ✕  P)

With Optional
Grade “O” O-Ring

³⁄₄ 6.46 1.3 $67.30 $75.45
1 7.56 2.0 81.70 92.85

1¹⁄₄ 8.28 2.8 107.65 125.10
1¹ 8.97 3.7 145.30 165.10
2 10.69 4.7 166.95 194.50
21
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Schedule 5 carbon steel pipe, which is compatible with Pressfit products, provides corrosion 
resistance equivalent to ASTM A53, ASTM A135, and ASTM A795 pipe.

The Pressft carbon steel system requires no special preparation of the pipe ends before assembly. 
Pipe should be square cut (±0.030") and deburred, if required, to prevent damage to the o-ring 
during assembly.

The Pressfit Carbon Steel System products are designed only for use on approved steel pipe.

Terms on Pressfit carbon steel pipe are ¹⁄₂% 10 net 30 days FOB shipping point (our 
option) freight prepaid and charged.

Pressfit carbon steel pipe sales may not be combined with Vic-Press carbon steel fittings or any 
other Victaulic products for any special terms, conditions or allowances. No returns of Pressfit 
carbon steel pipe will be allowed.
arbon Steel Pipe

Stle 905 – Carbon Steel Pipe
Pipe Pricing

NOTE: Items listed in shaded areas are non-cancellable and non-returnable.

Pressfit
Carbon Steel
Pipe

Style 905
Carbon Steel Pipe
Request publication 18.01.
T- _ _ _ -905-0-00

Pipe is supplied in random 
mill lengths (RML) (17 - 24 ft.) 
which nominally measure 21 
ft. Order quantities will be 
accepted only in 21 ft. 
random length 
increments, subject to 
industry standard ±10% 
tolerance. Minimum footage 
requirements must be 
specified on the order when 
required.
NOTE:
Pressfit pipe is non-cancellable and 
non-returnable.

Pipe (inches) Aprx.
Pipe Weight

Per Ft.
(lbs)

Price
Per 100 FeetNominal Size Outside Diameter Wall Thickness

³⁄₄ 1.050 0.065 0.58 $120.15
1 1.315 0.065 0.74 180.25

1¹⁄₄ 1.660 0.065 0.95 207.50
1¹⁄₂ 1.900 0.065 1.09 229.35
2 2.375 0.065 1.37 283.95

• DO NOT use pipe or piping products that are not labled and aproved fr the Pressfit System.
Use of non-certified pipe or piping products culd result in personal injury, property damae,joint leakage, and/or joint sep-
aration.
PL01-5
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CONTROLLING PROVISIONS: These terms and conditions shall control with respect to any purchase order 
or sale of Victaulic products.

No alteration, modification or waiver of these terms and conditions whether on Customer’s purchase order 
or otherwise shall be valid unless the alteration, modification or waiver is specifically accepted in writing 
by an authorized representative of Victaulic.
Prices, Designs and Terms and Conditions of Sale are subject to change without notice.
TERMS OF PAYMENT: Net 30 days. Maximum legal interest rate charged thereafter.

MINIMUM INVOICE CHARGES: A handling charge of $20.00 will apply to all orders under $100.00 net.
SHIPPING TERMS: F.O.B. shipping point (our option) freight prepaid and allowed on single orders having a net price 
value of $4,000 and over, for shipment at one time to one destination into distributor stock, as determined by Victaulic 
within the continental United States, excluding Alaska, Hawaii, Puerto Rico and U.S. possessions.
Orders less than net price value of $4,000, F.O.B. shipping point (our option).
Shipments beyond the borders of the United States are prepaid and chargeable or collectable to final destination.
The most economical routing to recognized delivery points will be used, at our discretion. If special routing is desired, 
orders should so state.
Orders are accepted subject to approval of our General Office and Credit Department at Easton, Pennsylvania, and contin-
gent upon acts of God, war, civil disturbance, strikes, labor difficulties, delays of carriers, inability to obtain 
materials, accidents or any other cause beyond our control.
Victaulic will endeavor to ship by the scheduled delivery date, but reserves the right to ship within a reasonable period 
thereafter. Under no circumstances shall Victaulic be liable for damages of any kind, including but not lim-
ited to incidental or consequential damages for lost profits or lost sales or liquidated damages, directly or 
indirectly arising from delays or failure to meet shipping dates.
Orders, when accepted, cannot be countermanded without our written consent. No material will be taken back without 
our written consent. Orders for non-standard (i.e. non-cancellable and/or non-returnable) material may not 
be cancelled nor will Victaulic accept return of such material for credit. Victaulic reserves the right to 
change the designation of products from standard to non-standard and vice versa. This may be done at any 
time without notice, and without incurring obligation. For further information contact Victaulic.
All material is carefully examined, counted and packed by experienced employees. Claims for corrections must be made 
within 10 days of receipt of goods. We prove our count by weight. Claims for shortages are subject to that test. Our respon-
sibility ceases when goods are delivered to carrier in good condition and its receipt obtained. Carriers are responsible for 
goods lost, damaged or delayed in transit. For your own protection, have transportation company’s agent verify damages, 
shortages or delays and note them on freight bill over his signature.
WEIGHTS: All weights are approximate shipping weights and subject to change without notice.
MATERIALS: Materials are cast or ductile iron castings, except as noted specifically on certain products.

ALWAYS SPECIFY GASKET GRADE WHEN ORDERING.

ALWAYS CHECK GASKET GRADE SUPPLIED TO BE CERTAIN IT IS SUITED FOR SERVICE INTENDED.

WARRANTY
We warrant all products to be free from defects in materials and workmanship under normal conditions of use and service. 
Our obligation under this warranty is limited to repairing or replacing at our option at our factory any product which shall 
within one year after delivery to original buyer be returned with transportation charges prepaid, and which our examina-
tion shall show to our satisfaction to have been defective.
THIS WARRANTY IS MADE EXPRESSLY IN LIEU OF ANY OTHER WARRANTIES, EXPRESS OR IMPLIED, INCLUDING 
ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. THE BUYER’S SOLE 
AND EXCLUSIVE REMEDY SHALL BE FOR THE REPAIR OR REPLACEMENT OF DEFECTIVE PRODUCTS AS PRO-
VIDED HEREIN. THE BUYER AGREES THAT NO OTHER REMEDY (INCLUDING, BUT NOT LIMITED TO, INCIDENTAL 
OR CONSEQUENTIAL DAMAGES FOR LOST PROFITS, LOST SALES, INJURY TO PERSON OR PROPERTY OR ANY 
OTHER INCIDENTAL OR CONSEQUENTIAL LOSS) SHALL BE AVAILABLE TO HIM.
Victaulic neither assumes nor authorizes any person to assume for it any other liability in connection with the sale of such 
products.

This warranty shall not apply to any product which has been subject to misuse, negligence or accident, 
which has been repaired or altered in any manner outside of Victaulic's factory or which has been used in a 
manner contrary to Victaulic’s instructions or recommendations. Victaulic shall not be responsible for 
design errors due to inaccurate or incomplete information supplied by Buyer or its representatives.

EFFECTIVE FEBRUARY 5, 2001

TERMS AND CONDITIONS OF SALE

Victaulic Company of America maintains a continual policy of product improvement and, therefore, reserves the right to 
change product specifications, designs, and standard equipment without notice and without incurring obligation.



WORLD HEADQUARTERS
P.O. Box 31 • Easton, PA 18044-0031

4901 Kesslersville Road • Easton, PA, USA 18040
Phone: 610/559-3300 • FAX: 610/250-8817

CUSTOMER CARE CENTER
Phone: 1-800-PICK-VIC (1-800-742-5842) • e-mail: pickvic@victaulic.com

VICTAULIC COMPANY OF AMERICA
P.O. Box 31 • Easton, PA 18044-0031

Phone: 610/559-3300 • Fax: 610/250-8817

Fire Protection Division 
Customer Care Centers
■ SOUTHEAST FIRE PROTECTION

Phone: 877/773-8322 • Fax: 877/776-9769
■ NORTHEAST FIRE PROTECTION

Phone: 888/265-0805 • Fax: 888/265-0918
■ CENTRAL FIRE PROTECTION

Phone: 888/448-3534 • Fax: 888/448-3595
■ WESTERN FIRE PROTECTION

Phone: 877/487-7231 • Fax: 877/487-7232

Victaulic Tool Company
P.O. Box 31 • Easton, PA 18044-0031
Phone: 610/559-3300 • Fax: 610/923-3090

Victaulic Municipal Division
1818 Vultee Street • Allentown, PA 18103
Phone: 610/559-3488 • Fax: 610/923-3170

Victaulic Technical Services Division
1818 Vultee Street • Allentown, PA 18103
Phone: 610/559-3488 • Fax: 610/923-3170

United States Distribution Centers
■ NORTHEAST

7 Forge Parkway • Franklin, MA 02038
Cust.Care: 800/742-5842 • Cust. Fax: 888/265-0926

■ MID-CONTINENT
7177 Railspur Street • Houston, TX  77078
Cust.Care: 800/742-5842 • Cust. Fax: 888/448-3537

■ NEW YORK METRO
4901 Kesslersville Road • Easton, PA 18040
Cust.Care: 800/742-5842 • Cust. Fax: 800/437-6573

■ PERMIAN BASIN
2628 Remington Road • Odessa, TX 79763
Local Tel.: 915/332-1489 • Local Fax: 915/332-4924

■ SOUTHEAST
650 Coastline Drive • Yulee, FL 32097
Cust.Care: 800/742-5842 • Cust. Fax: 888/201-3468

■ ROCKY MOUNTAIN
5045 Paris Street • Denver, CO 80239
Cust.Care: 800/742-5842 • Cust. Fax: 888/448-3528

■ ATLANTIC
166 Thorn Hill Road • Warrendale, PA 15086
Cust.Care: 800/742-5842 • Cust. Fax: 888/201-3517

■ PACIFIC - NORTH
22633 83rd Ave. So. • Kent, WA 98032
Cust.Care: 800/742-5842 • Cust. Fax: 888/448-3530

■ MIDWEST
730 Thomas Drive • Bensenville, IL 60106
Cust.Care: 800/742-5842 • Cust. Fax: 888/265-2018

■ MID-ATLANTIC
4901 Kesslersville Road • Easton, PA 18040
Cust.Care: 800/742-5842 • Cust. Fax: 800/696-6447

■ GREAT LAKES
23107 Commerce Drive • Farmington Hills, MI 48335
Cust.Care: 800/742-5842 • Cust. Fax: 800/564-0119

■ PACIFIC - SOUTH
20934  So. Santa Fe Ave. • Long Beach, CA 90810
Cust.Care: 800/742-5842 • Cust. Fax: 800/448-3542

■ CENTRAL STATES
5900 Deramus Avenue • Kansas City, MO 64120
Cust.Care: 800/742-5842 • Cust. Fax: 888/448-3540

VICTAULIC COMPANY OF CANADA
65 Worcester Road • Rexdale, Ontario • Canada M9W 5N7

Phone: 416/675-5575 • FAX: 416/675-5565 • e-mail: viccanada@victaulic.com

Canadian Sales Offices and Service Centers
■ EASTERN

975 rue Selkirk • Pointe Claire, QC H9R 4S4
Phone: 514/426-3500 • FAX: 514/426-2818

■ ONTARIO - SOUTH
65 Worcester Road • Rexdale, ON M9W 5N7
Phone: 416/675-5575 • FAX: 416/675-5729

■ ONTARIO - NORTH
1070 Elisabella Street • Sudbury, ON P3A 5K2
Phone: 705/560-9595 • FAX: 705/560-9490

■ WESTERN
11659 180th Street NW • Edmonton, AB T5S 2H6
Phone: 780/452-0680 • FAX: 780/452-2430

■ PACIFIC
Unit 5, 7560 Vantage Way • Delta, BC V4G 1H1
Phone: 604/940-3301 • FAX: 604/940-3360

VICTAULIC INTERNATIONAL
P.O. Box 31 • Easton, PA, USA 18044-0031

4901 Kesslersville Road • Easton, PA, USA 18040
Phone: 610/559-3300 • FAX: 610/559-3608

e-mail: vicintl@victaulic.com

VICTAULIC AMERICA LATINA
P.O. Box 31 • Easton, PA, USA 18044-0031

4901 Kesslersville Road • Easton, PA, USA 18040
Phone: 610/559-3300 • FAX: 610/559-3608

e-mail: vicintl@victaulic.com

VICTAULIC ASIA-PACIFIC
541 Orchard Road, #14-02, Liat Towers

Singapore 238881
Phone: 011-65-235-3035 • FAX: 011-65-235-0535

R

VICTAULIC EUROPE
Prijkelstraat 36

9810 Nazareth Belgium
Phone: 011-32-93-811500 • FAX: 011-32-93-804438

www.victaulic.com
Customer Inquiries: pickvic@victaulic.com

Literature Requests: victaulic@victaulic.com
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